SCALE 1:1| SHEET: 1/1 | UNIT: MM No. REVISED DRAWN | DATE
> REVISED TOLERANCE Jane Z. 07-4-17
/\ | ADD LABLE Jane Z. |07-4-17
A\ | REVISED CONDUCTORS SIZE | Jane Z. |07-4-17
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P1 _H__ _@_ L FT [#4 CP Technologies 550MHZ ETL VERIFIED ANSI/TIA 568B.2-1 CATEGORY 6 CM  (UL) 75 C UTP PATCH CORD 4PAIR 24AWG E197532 xx000xM 14 1 DM%F_\ m_ P2
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. 1.0RANGE 5. BROWN
1-3ft +2/-0 cm 2.WHITE/ORANGE ~ 6.WHITE/BROWN
4-10ft +2/-1 cm 3.LIGHT BLUE 7.LIGHT GREEN
11-20 ft +3/-1 om 4 WHITE/LIGHT BLUE 8.WHITE/LIGHT GREEN
CONNECTIONS
P1 COLOR P2 No.: A Name & Description Q'ty
1 OR/WH 1 1 | CAT.6_UTP 24AWG(0.195x7) x 4P , OD:5.4+ 0.15mm 1 pcs
2 OR 2 2 | P8-S59 8P8C 2L PLUG , PLATED GOLD 50u" 2 pcs
3 GN/WH 3 3 | LABLE 2 pcs
4 BL 4
5 BL/WH 5
6 GN 6 CABLE MARKING:
7 BR/WH 7 [?4 CP Technologies 550MHZ ETL VERIFIED ANSI/TIA 568B.2-1 CATEGORY 6 CM
8 BR 8 (UL) 75°C UTP PATCH CORD 4PAIR 24AWG E197532 xxxxxxM
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