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Conductors

AWG 24

Material Bare Copper

Conductors Size 1/0.51+/-0.01mm 

550MHZ  ETL  VERIFIED  ANSI/TIA    568C.2  CATEGORY  6             CM  (UL)  75
UTP 4PAIR  24AWG   E197532  xxxxxxFT( Sequential marking at odd FT intervals).
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   CABLE  SPECIFICATION 

UTP SOLID CAT.6      (24AWGx2C)X4P

13C0025

Ref. Drawing: Color code:

A1.ORANGE+WHITE/ORANGE

A2.BLUE+WHITE/BLUE
A3.BROWN+WHITE/BROWN
A4.GREEN+WHITE/GREEN
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1.Temperature Rating:  75

2.Dielectric strength: 500V AC/1min

3.Insulation resistance:  Polyolefin -----Min  100 mega ohms-10m at  20

4.Conductor resistance: 24AWG------Max  85.9 ohms/km  at   20

5.The Cable meets with ANSI/TIA 568C.2 and ISO/IEC 11801:2002(Category 6).

6.Environment Compliant With: RoHS&REACH.

7.Tensile strength test are before aging 

    1. Insulation -------------min 1400 psi 

8.Tensile strength test are after aging

    1. Insulation --------------75% of before aging

9. Elongation before aging 

10. Elongation after aging

    1. Insulation --------------75% of before aging

    1. Insulation -----------------350%

    2. Jacket -------------------100%

    2. Jacket -----------------50% of before aging

    2. Jacket -----------------min 2000 psi

    2. Jacket -----------------85% of before aging
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